
I N F R A R E D  W I R E L E S S  S Y S T E M

Trouble-free infrared wireless receiver and transmitter

Interfaces with virtually any amplifier

Free from outside Interference

Secure – will not transmit through walls 

Advanced diode design eliminates dropouts for
optimum reliability

Designed specifically for the small presentation
environment.

VoiceLink is the solution for classrooms, secure
classified briefing areas, training facilities or any 
learning area up to 2,500 sq. feet.

Enhances audience attentiveness, participation, 
and comprehension

Reduces instructor vocal fatigue

VOICELINK



Phone:  800 . 588 . 0018
Fax:  949 . 951 . 6822

www.TeachLogic.com

VOICELINK

VoiceLink Features:
• Infrared dual-channel receiving system with quartz-locked fixed frequency
• Separate volume control for each channel
• Channel A & B with received signal LED indicators
• Three remote sensor inputs

	 Visit	our	website:	www.teachlogic.com	for	full	list	of	specifications

Models:
IRV-2000 – System with body-pack transmitter & choice of microphone
IRV-2250 – System with handheld microphone
IRV-2500 – System with handheld & body-pack transmitter & choice of microphones
IRV-2525 – System with two body-pack transmitters & choice of microphones
IRV-2550 – System with two handheld microphones

O P T I O N :

•	 Rack	mount

S Y S T E M  I N C L U D E S :

•	 Two	channel	receiver	(rack	mountable)

•	 Drop-in	battery	charging	station

•	 Dome	sensor	with	50’	plenum-rated	cable

		 Choice	of	microphone	transmitter

•	 Rechargeable	batteries	included

•	 Body-pack	transmitter	with	choice	of	collar,	headband,	lapel	or	plug-in	microphone

•	 Handheld	microphone	/	transmitter

Collar	microphone Lapel	microphone
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